INSTRUCTIONS FOR INSTALLATION OF TUBULAR LOCKSETS

1. MARK DOO!

HIGH SIZE OF
BEVE

MARKFOR317/32°0R 1"
HOLE IN DOOR EDGE

Start approximately 367 from floor
Fold and apply template to high
edye ol door bevel and mark cémer
of door edge as ihcated on tem -

plate

Insert latch in hole keeping it par—
allel 1o face of door. Mark outline
and remove latch

MARK FOR 2" OR 2.1 8
HOLE IN DOOR FACE

Mark center hole on door face through
gwnde on template for 2.3 8" 2-3 47
backsets

LATCH

Chisel 1 8° deep or until latch face
is flush with door edge.

INSTALLATION ILLUSTRATIONS ARE SHOUN WITH EN-
TRY MODELS. PROCEDURE IS IDENTICAL FOR PRIVACY.
CLOSET AND EXIT MODELS IN ANY KNOB DESIGN.

2. DRILL HOLES

by
by
! 2°0R 2-1/8° HOLE

il 27 or 2-1 8" hole through door
face as marked for lockset It is recom
ended that holes be drilled from

bolh sides to prevent splitting.

Insert and of template sagainst flay of latch
holt and close door against stop Mark
tumplate from edge of jamb and locate
strike opanin

Mowve 1/47 for plain latch

[ dl ]

Drill 31/32° or 1” hole in center of door
edge for latch. Check template for
correct size for your latch application.

STRIKE

Drill 31/32° or 17 hole 1/2° deep in
door jamb on Centat line of screws
CAUTION To assure propat lurkset
function hole in jamb must be dolind
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