
INSTALLATION INSTRUCTIONS FOR ALBR7760V 

LESS BOTTOM ROD FOR VERTICAL ROD EXIT DEVICE 

TOP 
ROD 
GUIDE

2 1/8" BORE IS 
REQUIRED WHEN
OUTSIDE 
KNOB OR LEVER 
TRIM IS USED 

o, 
HORIZONTAL_.,,.<t CHASIS �.,,. 
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CHASIS ------
ASSEMBLY 

STE EL TOP COVER 

TOP ROD 
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�IFT ARM 

AIN SLIDE 

MOUNTING
RAIL 

HEAD COVER 

END CAP

SURFACE OF DOOR FOR 
EXIT DEVICE APPLIED MUST 
BE FLUSHED.

PUSH RAIL

SLIDING SHIM

RAIL MOUNTING
BRACKET

���PANIC BAR SET SCREWS (12-24 X 5/16") MUST BE ACTIVATED AT TOP AND 

BOTTOM OF PUSH RAIL TO ACHIEVE IMPACT RATING. 

SET SCREWS TO BE USED IN THE EVENT OF IMMINENT SEVERE WEATHER 

OF HURRICANE FORCE. 

BEFORE INSTALLING DEVICE, PLEASE CHECK:
1. IF DOOR FITTED AND HUNG.
2. SIZE OF EXIT DEVICE, FUNCTION AND DESIGN ...

2.1. 36"DOORS, CAN BE CUT TO FIT DOORS DOWN TO 30"
WIDE. 

2.2. 48"DOORS, CAN BE CUT TO FIT DOORS DOWN TO 36" 
WIDE. 

2.3. HAND OF DEVICE AGAINST APPLICATION 

OUT 

RIGHT HAND � � LEFT HAND 
REVERSE BEVEL � • � REVERSE BEVEL

TO CHANGE HAND OF 7760V EXIT DEVICE.
1.REMOVE CHASSIS PINS AND MAIN SLIDE.
2.REMOVE LIFT LEVER PIN AND LIFT LEVER.
3.REASSEMBLE LIFT LEVER AT OPPOSITE SIDE, AS SHOWN.
4.REPLACE MAIN SLIDE AND CHASSIS PINS.

.---CHASSIS PIN 

LIFT LEVER PIN 

MAIN SLIDE 
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1. MARK VERTICAL AND HORIZONTAL

REFE:RENCE LINE ON DOOR.

DETERMINE BACKSET TO LOCATE VERTICAL REFERENCE LINE .. 

1. IF LOCK STILE IS 4-1/2" WIDE OR WIDER,
BACKSET IS 2-3/4".

2. IF LOCK STILE IS LESS THAN 4-1/2" WIDE, BACKSET

IS HALF OF THE EXPOSED WIDTH OF LOCK STILE.

BACKSET -J I- VERTICAL f?CHASIS 
ND B J TOP A OTTOM CHAS IS 
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L lJ 

HORIZONTAL fCHASIS 
I r;loi ______ ;...;. 
-t!lil --,---- tu 

41" OR VARIABLE FRM 
FINISHED FLOOR. --

2. PREPARE DOOR

r l 
FINISHED FLOOR 

TAPE TEMPLATE ON INSIDE OF
DOOR ALONG REFERENCE LINE

SPOT AND DRILL HOLE.

2-1/8" BORE WHEN KNOB
AND LEVER TRIM IS USED.

3. APPLY HARDWARE

LEVER TRIM. 

ENSURE PLUNGER DOES NOT EXTEND 
PAST CAM SURFACE 

IF Wlb TRIM, ATTACH �HASIS 
WIJ;f:l •(4) #1.• :0 WOOD OR 
MACHl/iiE SC.REW: 
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CHASIS MOUNTING SCREWS 

4. ATTACH TOP CHASIS
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. ' DOWN •. 

LIFT 
ARM 

1. MOUNT TOP STRIKE PER LOCATION 
IN 2ND STEP. 

2. SCREW TOP ROD INTO MAIN SLIDE. 
3. SLIDE GUIDE AND COVER ON TO TOP 

ROD CHASIS BY INSERTING ADJ PIN. 
THRU RETRACTOR AND MIDDLE HOLE 
IN ROD. (SEE FIG AT LEFT) 
ADJ TOP CHASIS MOUNTING HOLES LINE 
UP wrTH LOCATION MARKED IN 2ND. STEP. 

5. APPLY RAIL ASSEMBLY

1. CHECK THE SIZE OF DEVICE, IF CUTTING TO LENGTH
IS REQUIRED.

2. DETERMINE CUT OFF LENGTH "X" BY SUBTRACTING 1-3/4"
FROM "Y", MARK CUT OFF POINT ON MOUNTING RAIL.

FOR DOOR W / STILE 
\'ERT!CAL CUT OFF MJST LEAVE 

CHASIS 1/2" MIN OVERLAP 

1

i1-------;,_�,,.-
. --�J;�. MIN 

CUT OFF AND DEBURR 

DON'T CUT CLOSER THAN 
1-3/4" FROM LOWER PIVOT 

3. DEPRESS ARM INTO RAIL OPENING AND SLIDE RAIL ONTO
CHASIS. LEVEL RAIL AND FASTEN CHASIS AND MOUNTING
PLATE.

LEVEL 

RAIL ASSY. 

6. APPLY COVER

ATTACH COVER TO TOF AND 
BOTTOM CHASIS WITH (4) 
COVER SCREWS EACH. 

MOUr�TING PLATE 
ATTACH MOUNTING PLATE TO 
DOOR WITH (2) ROUND HEAD 
SCREWS. 

CHECK FINAL OPERATION OF DEVICE 
AND ADJUST, THEN FASTEN COVERS. 

ATTACH END CAP TO MOUNTING 
PLATE WITH (2) COVER SCREWS. 

ATTACH C:JVER TO CHASIS WITH (4) #8 
TRUSS HEAD MACHINE SCREWS. 
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